BPA-500

Broadband Multi-wire base antenna for 500 Watts PEP. Sturdy Stainless steel and fibreglass construction can be mounted horizontally or as inverted vee. Supplied with 30m of coaxial cable and instructions.

**SPECS:**
- Frequency Range: 2-30 MHz
- Power Rating: 500 Watts PEP
- Input Impedance: 50 Ohms
- Connector: N type
- Overall Length: 28m

NO ANTENNA TUNER REQUIRED.

BPA-500E

Extended Length Version of BPA-500 for increased performance at 2-3 MHz.

**SPECS:**
- Frequency Range: 2-30 MHz
- Power Rating: 500 Watts PEP
- Input Impedance: 50 Ohms
- Connector: N type
- Overall Length: 52m

NO ANTENNA TUNER REQUIRED.

BPA-1000

Broadband multi wire base antenna for 1 Kilowatt PEP. Sturdy Stainless steel and fibreglass construction can be mounted horizontally or as inverted vee. Supplied with 30m of coaxial cable and instructions.

**SPECS:**
- Frequency Range: 2-30 MHz
- Power Rating: 1 KWatts PEP
- Input Impedance: 50 Ohms
- Connector: N type
- Overall Length: 28m

NO ANTENNA TUNER REQUIRED.